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For large waterborne
heating systems.
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Motorized mixing unit DN32, max 260kW at gd 20°C

Motorized mixing unit DN40, max 485kW at g 20°C

Motorized mixing unit DN65, max 800kW at gd 20°C

Hydraulic separator

Accumulator tanks

Distribution units, 4H

Accessories & Notes
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Motorized mixing and anti-condensation unit

Laddomatic is a motorized mixing and  Technical data

anti-condensation unit for boilers. Pump: Wilo Yonos Para HF 0,5-12m
Itis pre—assembled and tested Flow characteristics:  Linear/ Kvs 18

Connection: Rp 11/4”
to meet market needs. _

Weight: 12kg

Max boiler effect: See diagram
« Laddomatic is easy to install and is designed to Actuator choice: Thermomatic TVM, actuator
keep accurate set return temperature to the boiler. for rotating mixing valves.
This protects the boiler from corrosion and tarring Thermomatic CC, constant
which prolongs the boiler life span considerably. regulator for rotating mixing
- Laddomatic increases boiler efficiency by valves.
ensuring that the correct operating temperature is Laddomatic
quickly achieved. -
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Diagram is regardless of the system pressure drop and boiler type.




Product drawings (mm):
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Application example
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Motorized mixing and anti-condensation unit

Laddomatic is a motorized mixing and

anti-condensation unit for boilers.
It is pre-assembled and tested

to meet market needs.

» Laddomatic is easy to install and is designed to
keep accurate set return temperature to the boiler.
This protects the boiler from corrosion and tarring
which prolongs the boiler life span considerably.

» Laddomatic increases boiler efficiency by
ensuring that the correct operating temperature is

quickly achieved.

Technical data
Pump:

Flow characteristics:
Connection:

Weight:

Max boiler effect:

Actuator choice:

Linear/ Kvs 25

See diagram

Grundfos Magna 1 or 3

Thermomatic TVM, actuator
for rotating mixing valves.
Thermomatic CC, constant
regulator for rotating mixing
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Laddomatic XXL
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Diagram is regardless of the system pressure drop and boiler type.




Product drawings (mm):

Application example




